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1. General Information

1.1. Applicant

Compex Systems Pte Ltd
135, Joo Seng Road, #08-01 Singapore 368363

1.2. Manufacturer

Compex Systems Pte Ltd
135, Joo Seng Road, #08-01 Singapore 368363

1.3. Testing Facility

Test Site

MRT Technology (Suzhou) Co., Ltd

Test Site Location

D8 Building, No.2 Tian’edang Rd., Wuzhong Economic Development Zone, Suzhou, China

Test Facility / Accreditations

Measurements were performed at MRT Laboratory located in Tian’edang Rd., Suzhou, China.

¢ MRT Lab is accredited to ISO 17025 by the American Association for Laboratory
Accreditation (A2LA) under the American Association for Laboratory Accreditation
Program (A2LA Cert. No. 3628.01) in EMC, Telecommunications and Radio testing for FCC,
Industry Canada, EU and TELEC Rules. _

¢ MRT facility is a FCC registered (MRT Reg. No. 809388) e @! e [ LA
test facility with the site description report on file and Accredited Laboratory
has met all the requirements specified in Section 2.948 O e e ) O LT
of the FCC Rules and Industry Canada (11384A-1). et

e MRT facility is an IC registered (11384A-1) test
laboratory with the site description on file at Industry

Canada.
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1.4. Feature of Product

Product Name

WIRELESS-AC 2X2 27DBM NETWORK MINI PCIE ADAPTER

Model No.

WLEG600V5-27ESD

Brand Name

COMPEX

Frequency Range

802.11a /n-HT20/ac-VHT20:
5500 ~ 5700MHz
802.11n-HT40/ac-VHTA40:
5510 ~ 5670MHz
802.11ac-VHT80:

5530, 5610MHz

Channel Number

802.11a /n-HT20/ac-VHT?20: 11
802.11n-HT40/ac-VHT40: 5
802.11ac-VHT80: 2

Maximum Output Power

802.11a: 29.68dBm
802.11n-HT20: 29.70dBm
802.11ac-VHT20: 29.79dBm
802.11n-HT40: 29.60dBm
802.11ac-VHT40: 29.80dBm
802.11ac-VHTB80: 29.75dBm

Type of Modulation

802.11a/n/ac: OFDM

Data Rate

802.11a: 6/9/12/18/24/36/48/54 Mbps
802.11n: up to 300 Mbps
802.11ac: up to 866.6 Mbps

Power-on cycle

Requires 93.49 seconds to complete its power-on cycle for 5500MHz

Uniform Spreading

The Uniform Spreading is a mechanism to be used by the RLAN to
provide, on aggregate, a uniform loading of the spectrum across all
devices. The Uniform Spreading is limited to the channels being declared
as part of the channel plan.
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1.5. Frequency / Channel Operation

Channel List for 802.11a/n-HT20/ac-VHT20

Channel Frequency Channel Frequency Channel Frequency
100 5500 MHz 104 5520 MHz 108 5540 MHz
112 5560 MHz 116 5580 MHz 120 5600 MHz
124 5620 MHz 128 5640 MHz 132 5660 MHz
136 5680 MHz 140 5700 MHz N/A N/A
Channel List for 802.11n-HT40/ac-VHT40
Channel Frequency Channel Frequency Channel Frequency
102 5510 MHz 110 5550 MHz 118 5590 MHz
126 5630 MHz 134 5670 MHz N/A N/A
Channel List for 802.11ac-VHT80
Channel Frequency Channel Frequency Channel Frequency
106 5530 MHz 122 5610 MHz N/A N/A
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1.6. Description of Available Antennas

Antenna Type Frequency Manufacturer TX Max
Band Paths Directional
(GHz) Gain (dBi)
Panel Antenna 1# | 5.1 ~5.8 Lanbowan Communications Ltd. 2 25
Panel Antenna 2# | 5.1~5.8 Lanbowan Communications Ltd. 2 23
Panel Antenna 3# | 5.1~5.8 Kenbotong Communication LTD 2 19
Panel Antenna 4# | 5.1 ~5.8 Compex Systems Pte Ltd 2 17
Panel Antenna5# | 5.1 ~5.8 Compex Systems Pte Ltd 2 16
Panel Antenna 6# | 5.1 ~5.8 Compex Systems Pte Ltd 2 15
Panel Antenna 7# | 5.1 ~5.8 Kenbotong Communication LTD 2 10
Panel Antenna 8# | 5.1~5.8 Smart Ant Inc 2 7
Panel Antenna 9# | 5.1 ~5.8 Compex Systems Pte Ltd 2 5
Panel Antenna 10# | 5.1 ~5.8 Compex Systems Pte Ltd 2 5
Dipole Antenna 1# | 5.1 ~5.8 Kunshan Wavelink Electronic Co., Ltd. 2 2

1.7. Test Channel / Test Mode

Test Mode Test Channel
802.11a 100 5500 MHz 124 5620 MHz
802.11ac-VHTS80 106 5530 MHz 122 5610 MHz

1.8. Standards Applicable for Testing
The EUT complies with the requirements of EN 301893 V1.7.1
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2. DFS Requirements and Radar Test Waveforms

2.1. Applicability

The following table lists the DFS related technical requirements and their applicability for every
operational mode. If the RLAN device is capable of operating in more than one operational mode
then every operating mode shall be assessed separately.

Table 2-1: Applicability of DFS requirements

DFS Operational mode
Requirement Master Slave without radar Slave with radar
detection detection
Channel Availability Check v Not required V (see note 2)
Off-Channel CAC (see note 1) v Not required V (see note 2)
In-Service Monitoring v Not required \
Channel Shutdown v V \
Non-Occupancy Period v Not required \
Uniform Spreading v Not required Not required

NOTE 1: Where implemented by the manufacturer.

NOTE 2: A slave with radar detection is not required to perform a CAC or Off-Channel CAC at initial
use of the channel but only after the slave has detected a radar signal on the Operating Channel by
In-Service Monitoring.

Table 2-2: DFS requirement values

Parameter Value
Channel Availability Check Time 60 s (see note 1)
Minimum Off-Channel CAC Time 6 minutes (see note 2)
Maximum Off-Channel CAC Time 4 hours (see note 2)
Channel Move Time 10s
Channel Closing Transmission Time 1ls
Non-Occupancy Period 30 minutes

NOTE 1: For channels whose nominal bandwidth falls completely or partly within the band 5 600
MHz to 5 650 MHz, the Channel Availability Check Time shall be 10 minutes.

NOTE 2: For channels whose nominal bandwidth falls completely or partly within the band 5 600
MHz to 5 650 MHz, the Maximum Off-Channel CAC Time shall be 24 hours.
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2.2. DFS Devices Requirements

Per ETSI EN 301 893 V1.7.1 the following are the requirements for Master Devices:

a) The master device shall use a Radar Interference Detection function in order to detect radar
signals. The master device may rely on another device, associated with the master, to implement the
Radar Interference Detection function. In such a case, the combination shall comply with the
requirements applicable to a master.

b) A master device shall only start operations on Available Channels. At installation (or reinstallation)
of the equipment, the RLAN is assumed to have no Available Channels within the band 5 250 MHz
to 5 350 MHz and/or 5 470 MHz to 5 725 MHz. In such a case, before starting operations on one or
more of these channels, the master device shall perform either a Channel Availability Check or an
Off-Channel CAC to ensure that there are no radars operating on any selected channel. If no radar
has been detected, the channel(s) becomes an Available Channel(s) and remains as such until a
radar signal is detected during the In-Service Monitoring. The Channel Availability Check or the
Off-Channel CAC may be performed over a wider bandwidth such that all channels within the tested
bandwidth become Available Channels.

¢) Once the RLAN has started operations on an Available Channel, then that channel becomes an
Operating Channel. During normal operation, the master device shall monitor all Operating
Channels (In-Service Monitoring) to ensure that there is no radar operating within these channel(s).
If no radar was detected on an Operating Channel but the RLAN stops operating on that channel,
then the channel becomes an Available Channel.

d) If the master device has detected a radar signal on an Operating Channel during In-Service
Monitoring, the master device shall instruct all its associated slave devices to stop transmitting on
this channel which becomes an Unavailable Channel. For devices operating on multiple (adjacent or
non-adjacent) Operating Channels simultaneously, only the Operating Channel containing the
frequency on which radar was detected shall become an Unavailable Channel.

e) An Unavailable Channel can become a Usable Channel again after the Non-Occupancy Period. A
new Channel Availability Check or an Off-Channel CAC is required to verify there is no radar
operating on this channel before it becomes an Available Channel again.

f) In all cases, if radar detection has occurred, then the channel containing the frequency on which
radar was detected becomes an Unavailable Channel. Alternatively the channel may be marked as
an Unusable Channel.
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2.3. DFS Detection Threshold Values

The DFS detection thresholds are defined for Master devices and Client Devices with In-service
monitoring. These detection thresholds are listed in the following table.
Table 2-3: Interference threshold values

EIRP Spectral Density dBm/MHz Value (see notes 1 and 2)

10 -62 dBm

NOTE 1: This is the level at the input of the receiver of a RLAN device with a maximum EIRP density
of 10 dBm/MHz and assuming a 0 dBi receive antenna. For devices employing different EIRP
spectral density and/or a different receive antenna gain G (dBi) the DFS threshold level at the
receiver input follows the following relationship: DFS Detection Threshold (dBm) =-62 + 10 - EIRP
Spectral Density (dBm/MHz) + G (dBi), however the DFS threshold level shall not be lower than -64
dBm assuming a 0 dBi receive antenna gain.

NOTE 2: Slave devices with a maximum EIRP of less than 23 dBm do not have to implement radar

detection.
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2.4. Radar Wave Parameters

Table 2-4: Parameters of the reference DFS test signal

Pulse width Pulse repetition frequency PRF Pulses per burst
W [ps] [pps] [PPB]
1 700 18

Table 2-5: Parameters of radar test signals

Radar test Pulse width Pulse repetition Number Pulses per burst
signal # (see W [us] frequency of for each PRF
notes 1to 3) PRF (PPS) different | (PPB) (see note 5)

Min Max Min Max PRFs
1 0.5 5 200 1000 1 10 (see note 6)
2 0.5 15 200 1600 1 15 (see note 6)
3 0.5 15 2300 4000 1 25
4 20 30 2000 4000 1 20
5 0.5 2 300 400 2/3 10 (see note 6)
6 0.5 2 400 1200 2/3 15 (see note 6)

NOTE 1: Radar test signals 1 to 4 are constant PRF based signals. See figure D.1. These radar test
signals are intended to simulate also radars using a packet based Staggered PRF. See figure D.2.
NOTE 2: Radar test signal 4 is a modulated radar test signal. The modulation to be used is a chirp
modulation with a +2,5 MHz frequency deviation which is described below.

100; 2,5 4

=

1

T

z /
c / 2

-1

1] 20 40 60 80 100

% of time [of width pulse)

NOTE 3: Radar test signals 5 and 6 are single pulse based Staggered PRF radar test signals using
2 or 3 different PRF values. For radar test signal 5, the difference between the PRF values chosen
shall be between 20 PPS and 50 PPS. For radar test signal 6, the difference between the PRF
values chosen shall be between 80 PPS and 400 PPS. See figure D.3.

NOTE 4: Apart for the Off-Channel CAC testing, the radar test signals above shall only contain a
single burst of pulses. See figures D.1, D.3 and D.4.

For the Off-Channel CAC testing, repetitive bursts shall be used for the total duration of the test. See
figures D.2 and D.5. See also clauses 4.7.2.2, 5.3.8.2.1.3.1 and 5.3.8.2.1.3.2.

NOTE 5: The total number of pulses in a burst is equal to the number of pulses for a single PRF
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multiplied by the number of different PRFs used.
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NOTE 6: For the CAC and Off-Channel CAC requirement s, the minimum number of pulses (for each

PRF) for any of the radar test signals to be detected in the band 5 600 MHz to 5 650 MHz shall be
18.

Table2-6: Detection probability

Detection Probability (Pd)

Channels whose nominal bandwidth falls
Parameter o
partly or completely within the 5 600 MHz Other channels
to 5 650 MHz band
CAC, Off-Channel CAC 99,99 %

60 %

60 %

NOTE: Pd gives the probability of detection per simulated radar burst and represents a minimum
level of detection performance under defined conditions. Therefore Pd does not represent the overall
detection probability for any particular radar under real life conditions.

In-Service Monitoring 60 %

Figure 2.1: General structure of a single burst / constant PRF based radar test signal
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iy |

Figure 2.2: General structure of a multiple burst / constant PRF based radar test signal
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Figure 2.3: General structure of a single burst / single pulse based staggered PRF radar test
signal
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Figure 2.4: General structure of a single burst / packet based staggered PRF radar test signal
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Figure 2.5: General structure of a multiple burst / packet based staggered PRF based radar

test Signal
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2.5. Conducted Test Setup
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Set-up A
Set-up A is a set-up whereby the UUT is a RLAN device operating in master mode. Radar test

signals are injected into the UUT. This set-up also contains a RLAN device operating in slave mode
which is associated with the UUT.

{Mual;;rer] 2-Way 2Way |—_ATL_| Slave
Splitter/ Splitter/
Combiner Combiner g
Radar
Spectrum Test
Analyzer Signal
Generator

Set-up B
Set-up B is a set-up whereby the UUT is a RLAN device operating in slave mode, with or without
Radar Interference Detection function. This set-up also contains a RLAN device operating in master

mode. The radar test signals are injected into the master device. The UUT (slave device) is
associated with the master device.

Master

2-Way
Splitter/

Combiner

2-Way
Splitter/
Combiner

—

Spectrum
Analyzer

uuT
(Slave)

Radar
Test
Signal
Generator

15 of 47




'

Set-up C

The UUT is a RLAN device operating in slave mode with Radar Interference Detection function.
Radar test signals are injected into the slave device. This set-up also contains a RLAN device
operating in master mode. The UUT (slave device) is associated with the master device.

Report No.: 1408RSU00104

{SL::.:Te} 2-Way 2-Way ﬂ Master
Splitter/ Splitter/
Combiner Combiner bg
Radar
Spectrum Test
Analyzer Signal
Generator

DFS Test Set-up Photo for Master Device - Set-up A

16 of 47



Report No.: 1408RSU00104

3. Test Equipment Calibration Date

Dynamic Frequency Selection (DFS)

Instrument Manufacturer |Type No. Cali. Interval Cali. Due Date
Spectrum Analyzer Agilent N9010A 1 year 2015/08/15
ESG Vector Signal Generator |Agilent E4438C 1 year 2014/12/14
Software Manufacturer Function

Pulse Building Agilent Radar Signal Generation Software

DFS Tool Agilent DFS Test Software

17 of 47




I u i E I‘ Report No.: 1408RSU00104

4. Test Summary

Parameter Limit Test Result Reference
Radar Waveform Calibration Refer Table 2-4, 2-5, 2-6 Pass Section 5.1
Test Transmission Sequences Activity Ratio = 30% Pass Section 5.2
Initial Channel Availability Check Time Refer Tablet 2-2 Pass Section 5.3
Radar Burst at the Beginning of the _
o : Refer Tablet 2-2 Pass Section 5.4
Channel Availability Check Time
Radar Burst at the End of the Channel _
- ; Refer Tablet 2-2 Pass Section 5.5
Availability Check Time
Off-Channel Channel Availability _
Refer Tablet 2-2 Pass Section 5.6
Check
Radar Detection Threshold Refer Tablet 2-2 Pass Section 5.7
In-Service Monitoring Refer Tablet 2-2 Pass Section 5.8
Channel Move Time, Channel Closing
Transmission Time and Refer Tablet 2-2 Pass Section 5.9

Non-Occupancy Period
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5. Test Result

5.1. Radar Waveform Calibration

The following equipment setup was used to calibrate the conducted radar waveform. A spectrum
analyzer was used to establish the test signal level for each radar type. During this process there
were no transmissions by either the master or client device. The spectrum analyzer was switched to
the zero spans (time domain) at the frequency of the radar waveform generator. Peak detection was
utilized. The spectrum analyzer resolution bandwidth (RBW) and video bandwidth (VBW) were set to
1 MHz and 3 MHz.

Conducted Calibration Setup

50 ohim Load [ ATT. 104B 50 ohm Load

Combiner/Spilitter | ombiner/Spilitter

Spectral Analyvzer 4 ATT. 104R g::::;j::fml

1 |

Ext. Trigger Line
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Radar Type 0 Calibration Plot

Agilent Spectrum Analyzer - Swept SA

SENSE:INT]| ALIGNAUTD  07:21:11PM Aug 22, 2014
Avy Type: Log-Pwr
Avg|Held:>11

Peak Search

v Trig: Free Run
#Atten: 0 dB

Mkr1 36.87 ms NextPeak
;fooj?hﬁsdgm -64.204 dBm

Next Pk Right

Next Pk Left

Marker Delta

Mkr—CF

Mkr—RefLvl

Center 5.500000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 50.13 ms (8001 pts)

msG i) Alignment Completed

Radar Type 1 Calibration Plot

Agilent Spectrum Analyzer - Swept SA
SEMSEINT ALIGNAUTO — [07:22:26PM Aug 22, 2014
Avy Type: Log-Pwr
PNO: Fast () Trig: Free Run Avg|Held:> 111
IFGain:High #Atten: 0 dB

Peak Search

NextPeak
Ref Offset 23 dB Mkr1 58.88 ms EXcd

Ref -43.00 dBm -63.990 dBm

Next Pk Right

Next Pk Left

Marker Delta

Mkr—RefLvl

Center 5.500000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 100.3 ms (8001 pts)

MSG
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Radar Type 2 Calibration Plot

SENSE:INT| ALIGN AUTD

Avg Type: Log-Pwr
Avg|Hold:> 111

Trig: Free Run

PNO: Fast ()
" dAtten:0 dB

IFGain:High

Ref Offset -23 dB

1LD gB!dw Refl -43.00 dBm

Center 5.500000000 GHz
Res BW 1.0 MHz

Mkr1 64.16 ms
-63.964 dBm

Span 0 Hz
Sweep 100.3 ms (8001 pts)

Peak Search

NextPeak

Next Pk Right

Next Pk Left

Marker Delta

Mkr—CF

Mkr—RefLvl

SEMSE:INT ALIGNAUTO

Avy Type: Log-Pwr
7 Trig: Free Run Avg|Held:>11

PHO: Fast
™ #Atten: 0 dB

IFGain:High

Ref Dffset -23 dB
Ref -43.00 dBm

10 dBidiv
Log

Center 5.500000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz

Mkr1 11.19 ms
-64.004 dBm

Sweep 20.27 ms (8001 pts)

Peak Search

NextPeak

Next Pk Right

Next Pk Left

Marker Delta

Mkr—RefLvl
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Agilent Spectrum Analyzer - Swept SA

R e e | 0 A o

Marker 1 11.0251 ms Avg Type: LogPur PeskanuEn
g ) Trig: Free Run Avg|Hold:> 111

#Atten: 0 dB

Mkr1 11.03 ms NextPeak
R i 11 03

Next Pk Right

Next Pk Left

Marker Delta

Mkr—RefLvl

Center 5.500000000 GHz
Res BW 1.0 MHz Sweep 20.27 ms (8001 pts) _

MSG STATUS

Agilent Spectrum Analyzer - Swept SA
[ S [ e
Marker 1 86.3108 ms Avg Type: Log-Pwr Peak Search
PNO: Fast () Trig: Free Run Avg|Held:> 111
IFGain:High #Atten: 0 dB
Ref Offset 23 B Mkr1 86.31 ms NextPeak
jodBidiv__Ref 43.00 dBm -64.362 dBm
o4

Next Pk Left

Marker Delta

Mkr—RefLvl

Center 5.500000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz

MSG
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Agilent Spectrum Analyzer - Swept SA

QO e i 0 A o

Marker 1 52.8656 ms Avg Type: LogPur PeskanuEn
g ) Trig: Free Run Avg|Hold:> 111

#Atten: 0 dB

Mkr1 52.87 ms NextPeak
Ref Offset 23 dB
Qg5 Ref 43.00 cigm -63.660 dBm

Next Pk Right

Next Pk Left

Marker Delta

Mkr—RefLvl

Center 3.500000000 GHz

Res BW 1.0 MHz i Sweep 150.4 ms (8001 pts) _

STATUS

Agilent Spectrum Analyzer - Swept SA

0 <2 ol

Marker 1 93.6052 ms Avg Type: Log-Pwr [P TR
PNO: Fast () Trig: Free Run Avg|Held:> 111
IFGain:High #Atten: 0 dB

Mkr1 93.61 ms NextPeak
Ref Dffset 23 dB
[pgBra Ref 43.00 cBm -64.303 dBm

Next Pk Right

Next Pk Left

Marker Delta

Mkr—RefLvl

Center 5.500000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz
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Radar Type 6 Calibration Plot

SENSE:INT| ALIGN AUTO 07:34.02PM
Avg Type: Log-Pwr
Avg|Hold:> 111

Peak Search

PNO: Fast L, Trig: Free Run
IFGain:High #Atten: 0 dB

Mkr1 45.57 ms REL
Ref Offset -23 dB
1o gB!dw RZf -4?3800 dEm -63.967 dBm

Next Pk Right

Next Pk Left

Mkr—CF

Mkr—RefLvl

Center 5.500000000 GHz Span 0 Hz
Res BW 1.0 MHz . Sweep 100.3 ms (8001 pts)

SENSE:INT]| ALIGN AUTO
Avy Type: Log-Pwr
Avg|Held:>11

Peak Search

PNO: Fast L, ) Trig: Free Run
IFGain:High #Atten: 0 dB

Mkr1 62.45 ms HexibeaK
Ref Offset -23 dB
lo gBde Rz.f -4?00 dBm -63.740 dBm

Next Pk Right

Next Pk Left

TN

Mkr—CF

Mkr—RefLvl

Center 5.500000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 100.3 ms (8001 pts)
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Agilent Spectrum Analyzer - Swept SA

501G AR F |

Marker 1 43.8541 ms

Ref Dffset 23 dB
Ref -43.00 dBm

Center 3.500000000 GHz
Res BW 1.0 MHz

MSG

— ) Trig: Free Run
#Atten: 0 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
Avg|Hold:> 111

Mkr1 43.85 ms
-64.457 dBm

Span 0 Hz

Peak Search

NextPeak

Next Pk Right

Next Pk Left

Marker Delta

Mkr—RefLvl
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5.2. Test Transmission Sequences

The DFS tests related to the Off-Channel CAC Check and the In-Service Monitoring shall be
performed by using a test transmission sequence on the Operating Channel that shall consist of
packet transmissions that together exceed the transmitter minimum activity ratio of 30 % measured
over an interval of 100ms. The duration of the sequence shall be adequate for the DFS test
purposes.

There shall be no transmissions on channels being checked during a Channel Availability Check.

Transmission Sequences Plot - 802.11a 5500MHz

Agilent Spectrum Analyzer - Swept SA
| e e e SENSEIINT,
Marker 3 A 300.254 ms

PNO: Fast —»— T1rig:Free Run
IFGain:Low #Atten: 10 dB

Ref Offset -23 dB
Ref -23.00 dBm

o

Center 5.500000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 750.4 ms (8001 pts)|

MKR MODE| TRC SCL| x FUNCTION FUNCTION WIDTH FURNCTION vaLUE

A2 1]t (A 94.27 ms
P F (1]t

Properties»
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Transmission Sequences Plot -802.11ac-VHT80 channel 106 5530MHz

Agilent Spectrum Analyzer - Swept SA
SOl P SENSE!INT ALIGN AUTD 01:26:11PM Aug 23, 2014 i
Marker 3 A 268.174 ms Ac

PNO: Fast —#— Trig: Free Run ;
IFGain:Low #Atten: 10 dB Select Marker.
Ref Dffset -23 dB 3
Ref -23.00 dBm
A2 304 Normal
h'mlmllln.imm m N...Iu.m'llmlilmlm —
B
Fixed>
Center 5.530000000 GHz Span 0 Hz I—
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 750.4 ms (8001 pts) off
MKR MODE TRC| SCL x Y FUNCTION FUNCTION wIDTH FUMCTION WalLUE
[l A2 (1 [t[A) 1007 ms|(Al ——
Properties »
| e s s |
More
10f2
Test Mode Packet ratio Requirement ratio Test Result
802.11a (5500MHz) 31.39% > 30% Pass
802.11ac-VHT80 (5530MHz) 37.46% > 30% Pass
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5.3. Initial Channel Availability Check Time Measurement

5.3.1 Test Limit

The Channel Availability Check shall be performed during a continuous period in time (Channel
Availability Check Time) which shall not be less than the value defined in table 2-2.

5.3.2 Test Procedure

1. The master devices will be powered on and be instructed to operate on the appropriate channel
which falls within the frequency range 5250-5350MHz, 5470-5725MHz. At the same time the EUT is
powered on, the spectrum analyzer will be set to zero span mode with a 3 MHz RBW and 3 MHz
VBW on the Channel occupied by the radar (Ch,) with a 2.5 minute sweep time. The spectrum
analyzer’s sweep will be started at the same time power is applied to the master device.

2. The EUT should not transmit any beacon or data transmissions until at least 1 minute after the
completion of the power-on cycle.

3. Confirm that the EUT initiates transmission on the channel. Measurement system showing its

nominal noise floor is markerl.
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5.3.3 Test Result

Report No.: 1408RSU00104

The EUT does not transmit any beacon or data transmissions until at least 1 minute after the

completion of the power-on cycle (93.49 sec). Initial beacons/data transmissions are indicated by
marker 1 (33.49 sec).

Initial Channel Availability Check Time for 802.11a(5500MHz)

Ag‘i‘lent Spectrum Analyzer - Swept SA
0 s 0 o | : ALIGHADTO
Marker 1 93.4875 s Avg Type: Log-Pur T

PNO: Fast —»+— Trig: Free Run
IFGain:Low Atten: 10 dB

Mkr1 93.49 s R EREH
Ref Offset .23 dB
Ref -23.00 dBm -50.25 dBm

Next Pk Right|

Next Pk Left

Marker Delta

MKkr—CF

Mkr—RefLvl

Center 5.500000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 180.0 s (8001 pts)

MSG
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5.4. Radar Burst at the Beginning of the Channel Availability Check Time
Measurement

5.4.1 Test Limit

During the Channel Availability Check, the RLAN shall be capable of detecting any of the radar test
signals that fall within the ranges given by table 2-4, table 2-5 and table 2-6 with a level above the
Radar Detection Threshold defined in table 2-3.

5.4.2 Test Procedure

a) The signal generator and UUT are connected using Set-up A. The power of the UUT is switched
off.

b) The UUT is powered on at TO. T1 denotes the instant when the UUT has completed its power-up
sequence (Tpower up) @Nd is ready to start the radar detection. The Channel Availability Check is
expected to commence on Ch, at instant T1 and is expected to end no sooner than T1 + Ten_avail_check
unless a radar is detected sooner.

Note: Additional verification may be needed to define T1 in case it is not exactly known or indicated
by the UUT.

¢) A single radar burst is generated on Ch, using the reference test signal defined in table D.3 at a
level of up to 10 dB above the level defined in table 2-3. This single-burst radar test signal shall
commence within 2 s after time T1.

d) It shall be recorded if the radar test signal was detected.

e) A timing trace or description of the observed timing and behaviour of the UUT shall be recorded.
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5.4.3 Test Result

Report No.: 1408RSU00104

Radar Burst at the Beginning of the Channel Availability Check Time for 802.11a(5500MHz)

Agilent Spectrum Analyzer - Swept SA

QO s e e [ SO o | B i ALIGNAUTO  [07:52:06 PM Aug 22, 2014

Marker 1 34.6275 s Avg Type: Log-Pwr NEEE Peak Search
PNO: Fast —»+— Trig: Free Run
IFGain:Low Atten: 10 dB

Mkr1 34.63 s NENEEE K
Ref Offset -23 <B
1o gdBldiv Rfef -2?;:00 dBm -54.10 dBm

Next Pk Left

Marker Delta

MKkr—CF

Mkr—RefLvl

Center 5.500000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 180.0 s (8001 pts)

MSG

Agilent Spectrum Analyzer - Swept SA
| T i \ Peak Search
Marker 1 34.5600 s nEEE

PNO: Fast —»+— Trig: Free Run
IFGain:Low Atten: 10 dB

Mkr1 34.56 s NENEEE K
Ref Offset -23 <B
1o gdBldiv Rfef -2?;:00 dBm -54.23 dBm

Next Pk Left

Marker Delta

MKkr—CF

Mkr—RefLvl

Center 5.530000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 180.0 s (8001 pts)

MSG
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Radar Burst at the Beginning of the Channel Availability Check Time for 802.11a(5620MHz)

Agilent Spectrum Analyzer - Swept SA
QL e S0 |
Marker 1 34.1000 s

PNO: Fast —»—
IFGain:Low

Ref Offset 23 dB
Ref -23.00 dBm

Center 5.620000000 GHz
Res BW 1.0 MHz

MSG

ALIGN AT 09:29:58PM Aug 22, 2014

Avg Type: Log-Pwr Peak Search

Trig: Free Run
Atten: 10 dB

Mkr1 34.10 s Next Peak
-54.45 dBm -
Next Pk Right

Next Pk Left

Marker Delta

Mkr—RefLvl

Sweep 800.0 s (8001 pts) —

STATUS

Agilent Spectrum Analyzer - Swept SA
] RL

Qi i i o S I |
Marker 1 34.1000 s

PNO: Fast —+—
IFGain:Low

Ref Offset 23 B
Ref -23.00 dBm

Center 5.610000000 GHz
Res BW 1.0 MHz

MSG

#VBW 3.0 MHz

Peak Search

Trig: Free Run
Atten: 10 dB

Mkr1 34.10 s R EREH

-54.35 dBm

Next Pk Right|

Next Pk Left

Marker Delta

Mkr—RefLvl

Sweep 800.0 s (8001 pts)
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5.5. Radar Burst at the End of the Channel Availability Check Time Measurement

5.5.1 Test Limit

During the Channel Availability Check, the RLAN shall be capable of detecting any of the radar test
signals that fall within the ranges given by table 2-4, table 2-5 and table 2-6 with a level above the
Radar Detection Threshold defined in table 2-3.

5.5.2 Test Procedure

a) The signal generator and UUT are connected using Set-up A. The power of the UUT is switched
off.

b) The UUT is powered up at TO. T1 denotes the instant when the UUT has completed its power-up
sequence (Tpower up) @nd is ready to start the radar detection. The Channel Availability Check is
expected to commence on Ch; at instant T1 and is expected to end no sooner than T1 + Ty avail_check
unless a radar is detected sooner.

c) Asingle radar burst is generated on Ch, using the reference test signal defined in table D.3 at a
level of up to 10 dB above the level defined in clause 5.3.8.2.1. This single-burst radar test signal
shall commence towards the end of the minimum required Channel Availability Check Time but not
before time T1 + Ten_avail_check - 2 S.

d) It shall be recorded if the radar test signal was detected.

e) Atiming trace or description of the observed timing and behaviour of the UUT shall be recorded.
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5.5.3 Test Result

Report No.: 1408RSU00104

Radar Burst at the End of the Channel Availability Check Time for 802.11a(5500MHZz)

Agilent Spectrum Analyzer - Swept SA
I T T : 2 Peak Search
Marker 1 92.0400 s

PNO: Fast —»+— Trig: Free Run
IFGain:Low Atten: 10 dB

Mkr1 92.04 s R EREH
Ref Offset .23 dB
Ref -23.00 dBm -54.09 dBm

Next Pk Right|
Next Pk Left
Marker Delta
Mkr—CF

Mkr—RefLvl

Center 5.500000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 240.0 s (8001 pts)

MSG

Agilent Spectrum Analyzer - Swept SA
| T \ Peak Search
Marker 1 92.0700 s . 2 4

PNO: Fast —»+— Trig: Free Run

IFGain:Low Atten: 10 dB

Mkr1 92.07 s R EREH
Ref Offset .23 dB
Ref -23.00 dBm -54.24 dBm

Next Pk Right|
Next Pk Left
Marker Delta
Mkr—CF

Mkr—RefLvl

Center 5.530000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 240.0 s (8001 pts)

MSG
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Radar Burst at the End of the Channel Availability Check Time for 802.11a(5620MHZz)

Agilent Spectrum Analyzer - Swept SA
Qi . i 501 o |
Marker 1 631.463 s
PNO: Fast —+—
IFGain:Low

Ref Offset 23 B
Ref -23.00 dBm

Center 5.620000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz Sweep 900.0 s (8001 pts)

MSG

ALIGN AUTO 02:15:28PM Aug 22, 2014

Avg Type: Log-Pwr Peak Search

Trig: Free Run
Atten: 10 dB

Mkr1 631.5 s R EREH

-54.48 dBm

Next Pk Right|

Next Pk Left

Marker Delta

Mkr—RefLvl

Agilent Spectrum Analyzer - Swept SA
Qi . i 501 e 2 o |
Marker 1 631.688 s
PNO: Fast —+—
IFGain:Low

Ref Offset 23 B
Ref -23.00 dBm

Center 5.610000000 GHz
Res BW 1.0 MHz

Peak Search
Trig: Free Run
Atten: 10 dB

Mkr1 631.7 s R EREH

-54.34 dBm

Next Pk Right|

Next Pk Left

Marker Delta

Mkr—RefLvl

#VBW 3.0 MHz

MSG

Sweep 900.0 s (8001 pts)
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5.6. Off-Channel Channel Availability Check

5.6.1 Test Limit

Where implemented, the Off-Channel CAC Time shall be declared by the manufacturer. However,
the declared Off-Channel CAC Time shall be within the range specified in table 2-2.

During the Off-Channel CAC, the RLAN shall be capable of detecting any of the radar test signals
that fall within the ranges given by table 2-4 & table 2-5 with a level above the Radar Detection
Threshold defined in table 2-3.

The minimum required detection probability is defined in table 2-6.

5.6.2 Test Procedure

Radar Detection Threshold (during Off-Channel CAC)

The different steps below define the procedure to verify the Radar Detection Threshold during the
Off-Channel CAC.

Where the declared channel plan includes channels whose nominal bandwidth falls completely or

partly within the 5 600 MHz to 5 650 MHz band, the test shall be performed on one of these channels
in addition to a channel outside this band.

a) The signal generator, the UUT (master device) and a slave device associated with the UUT, are
connected using Set-up A.

b) The UUT shall transmit a test transmission sequence in accordance with clause 5.1.2.2 on (all)
the Operating Channel(s).

c) A multi burst radar test signal is generated on Ch, using any of the radar test signals defined in
table D.4 at a level defined at table 2-3. The radar test signal used shall be recorded in the report.
This multi burst radar test signal shall commence at T3 and shall continue for the total duration of the
Off-Channel CAC Time (T os.channel_cac) @s declared by the manufacturer in accordance with table 2-2.
For channels within the 5 600 MHz to 5 650 MHz band test signals #3 and #4 shall not be used and
the Burst Interval Time (BIT) during the test shall be varied between 8 minutes and 10 minutes. For
channels outside this band, the Burst Interval Time (BIT) during the test shall be varied between 45 s
and 60 s.

d) The UUT shall detect the radar test signal before the end of the Off-Channel CAC Time and this
shall be recorded.

Detection Probability (Pg)

For channels outside the 5 600 MHz to 5 650 MHz band, the test is sufficient to demonstrate that the
UUT meets the Detection Probability (Pd) defined in table 2-6.

Where the declared channel plan includes channels whose nominal bandwidth falls completely or
partly within the 5 600 MHz to 5 650 MHz band, the procedure in the steps below has to be
performed on one of these channels.

a) A multi burst radar test signal is generated on Ch, using any of the radar test signals defined in
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table 2-4 and table 2-5 (except signals #3 and #4) at a level of 10 dB above the level defined at table
2-3. The radar test signal used shall be recorded in the report. This multi burst radar test signal shall
commence at T3 and shall continue for the total duration of the Off-Channel CAC Time (To.channel_cac)
as declared by the manufacturer in accordance with table 2-2. The Burst Interval Time (BIT) during

the test shall be varied between 8 minutes and 10 minutes.

b) It shall be recorded how many bursts have been detected by the UUT at the end of the

Off-Channel CAC Time.

The minimum number of bursts that the UUT shall detect in order to comply with the detection

probability defined for this frequency range in table 2-6 is given by table as below.

Table: Minimum number of burst detections for channels

within the 5 600 MHz to 5 650 MHz band

Off-Channel CAC
Time (Minutes)

Number of Bursts
generated assuming
a BIT of 10 minutes

Minimum Number of
burst detections

60 6 5
90 9 6
160 16 7
320 32 8
1440 144 9

5.6.3 Test Result

This device didn’t support Off-Channel CAC mechanism which was declared by the manufacturer, so

Radar Detection Threshold and Detection Probability were not performed.
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5.7. Radar Detection Threshold (during the Channel Availability Check)

5.7.1 Test Limit

The minimum required detection probability is defined in table as below.

Detection Probability (Pd)

Channels whose nominal bandwidth falls
Parameter

partly or completely within the 5 600 MHz Other channels
to 5 650 MHz band

CAC, Off-Channel CAC 99,99 % 60 %

NOTE: Pd gives the probability of detection per simulated radar burst and represents a minimum
level of detection performance under defined conditions. Therefore Pd does not represent the overall
detection probability for any particular radar under real life conditions.

5.7.2 Test Procedure

The different steps below define the procedure to verify the Radar Detection Threshold during the
Channel Availability Check Time for channels outside the 5 600 MHz to 5 650 MHz band.

a) The signal generator and UUT are connected using Set-up A. The power of the UUT is switched
off.

b) The UUT is powered on at TO. T1 denotes the instant when the UUT has completed its power-up
sequence (Tgower up) @nd is ready to start the radar detection. The Channel Availability Check on Ch;,
is expected to commence at instant T1 and is expected to end no sooner than T1 + Ten_avail_check
unless a radar is detected sooner.

c) Asingle burst radar test signal is generated on Ch, using any of the radar test signals defined in
table 2-4 and table 2-5 at a level defined in table 2-3. This single-burst radar test signal may
commence at any time within the applicable Channel Availability Check Time.

d) It shall be recorded if the radar test signal was detected.

e) The steps c) to d) shall be performed 20 times and each time a different radar test signal shall be
generated from options provided in table 2-4, table 2-5 and table 2-6. The radar test signals used
shall be recorded in the report. The radar test signal shall be detected at least 12 times out of the 20
trials in order to comply with the detection probability specified for this frequency range in table 2-6
Where the declared channel plan includes channels whose nominal bandwidth falls completely or
partly within the 5 600 MHz to 5 650 MHz band, additional testing as described in the steps below
shall be performed on a channel within this band.

f) Asingle burst radar test signal is generated on Ch, using any of the radar test signals defined in
table 2-4 and table 2-5 (except signals #3 and #4) at a level of 10 dB above the level defined in table
2-3. This single burst radar test signal may commence at any time within the applicable Channel
Availability Check Time.
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g) Step f) shall be performed 20 times, each time a different radar test signal shall be generated
from options provided in table D.4 (except signals #3 and #4). The radar test signals used shall be

recorded in the report. The radar test signal shall be detected during each of these trials and this
shall be recorded.
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5.7.3 Test Result
802.11a channel 100 5500MHz

Radar Wave Type Detection Trail Number Detection Limit Note
Threshold Result

Type 1 -64dBm 20 100% 60% Pass
Type 2 -64dBm 20 95% 60% Pass
Type 3 -64dBm 20 100% 60% Pass
Type 4 -64dBm 20 100% 60% Pass
Type 5 -64dBm 20 100% 60% Pass
Type 5AABB -64dBm 20 100% 60% Pass
Type 5ABAB -64dBm 20 100% 60% Pass
Type 6 -64dBm 20 100% 60% Pass
Type 6AABB -64dBm 20 100% 60% Pass
Type 6ABAB -64dBm 20 95% 60% Pass

802.11ac-VHT80 channel 106 5530MHz

Radar Wave Type Detection Trail Number Detection Limit Note
Threshold Result

Type 1 -64dBm 20 100% 60% Pass
Type 2 -64dBm 20 100% 60% Pass
Type 3 -64dBm 20 100% 60% Pass
Type 4 -64dBm 20 100% 60% Pass
Type 5 -64dBm 20 100% 60% Pass
Type 5AABB -64dBm 20 100% 60% Pass
Type 5ABAB -64dBm 20 100% 60% Pass
Type 6 -64dBm 20 100% 60% Pass
Type 6AABB -64dBm 20 100% 60% Pass
Type 6ABAB -64dBm 20 100% 60% Pass
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802.11a channel 124 5620MHz

Radar Wave Type Detection Trail Number Detection Limit Note
Threshold Result
Type 1 -54dBm 20 100% 99.99% Pass
Type 2 -54dBm 20 100% 99.99% Pass
Type 5 -54dBm 20 100% 99.99% Pass
Type 5AABB -54dBm 20 100% 99.99% Pass
Type 5ABAB -54dBm 20 100% 99.99% Pass
Type 6 -54dBm 20 100% 99.99% Pass
Type 6AABB -54dBm 20 100% 99.99% Pass
Type 6ABAB -54dBm 20 100% 99.99% Pass
802.11ac-VHTB80 channel 122 5610MHz
Radar Wave Type Detection Trail Number Detection Limit Note
Threshold Result

Type 1 -54dBm 20 100% 99.99% Pass
Type 2 -54dBm 20 100% 99.99% Pass
Type 5 -54dBm 20 100% 99.99% Pass
Type 5AABB -54dBm 20 100% 99.99% Pass
Type 5ABAB -54dBm 20 100% 99.99% Pass
Type 6 -54dBm 20 100% 99.99% Pass
Type 6AABB -54dBm 20 100% 99.99% Pass
Type 6ABAB -54dBm 20 100% 99.99% Pass
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5.8. In-Service Monitoring Measurement

5.8.1 Test Limit

The In-Service Monitoring shall be used to monitor each Operating Channel.

The In-Service-Monitoring shall start immediately after the RLAN has started transmissions on a
channel.

During the In-Service Monitoring, the RLAN shall be capable of detecting any of the radar test
signals that fall within the ranges 5250-5350MHz,5470-5725MHz with a level above the Radar
Detection Threshold defined in table 2-3.

The minimum required detection probability associated with a given radar test signal is defined in
table 2-4 and table 2-5.

5.8.2 Test Procedure Used

a) When the UUT is a master device, a slave device will be used that associates with the UUT. The
signal generator and the UUT are connected using Set-up A.

b) The UUT shall transmit a test transmission sequence on the selected channel Ch, While the
testing is performed on Ch,, the equipment is allowed to have simultaneous transmissions on other
adjacent or non-adjacent operating channels.

c) Ata certain time TO, a single burst radar test signal is generated on Ch, using radar test signal
#1 defined in table 2-5 and at a level defined in table 2-3. T1 denotes the end of the radar burst.

d) It shall be recorded if the radar test signal was detected.

e) The steps b) to d) shall be performed 20 times. The radar test signal shall be detected at least
12 times out of the 20 trials in order to comply with the detection probability specified in table 2-6.

f) The steps b) to e) shall be repeated for each of the radar test signals defined in table 2-5 and as
described in table 2-3.
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5.8.3 Test Result
802.11a channel 100 5500MHz

Radar Wave Type Detection Trail Number Detection Limit Note
Threshold Result

Type 1 -64dBm 20 100% 60% Pass
Type 2 -64dBm 20 100% 60% Pass
Type 3 -64dBm 20 95% 60% Pass
Type 4 -64dBm 20 95% 60% Pass
Type 5 -64dBm 20 100% 60% Pass
Type 5AABB -64dBm 20 100% 60% Pass
Type 5ABAB -64dBm 20 100% 60% Pass
Type 6 -64dBm 20 95% 60% Pass
Type 6AABB -64dBm 20 95% 60% Pass
Type 6ABAB -64dBm 20 100% 60% Pass

802.11ac-VHT80 channel 106 5530MHz

Radar Wave Type Detection Trail Number Detection Limit Note
Threshold Result

Type 1 -64dBm 20 100% 60% Pass
Type 2 -64dBm 20 100% 60% Pass
Type 3 -64dBm 20 100% 60% Pass
Type 4 -64dBm 20 100% 60% Pass
Type 5 -64dBm 20 95% 60% Pass
Type 5AABB -64dBm 20 95% 60% Pass
Type 5ABAB -64dBm 20 100% 60% Pass
Type 6 -64dBm 20 100% 60% Pass
Type 6AABB -64dBm 20 95% 60% Pass
Type 6ABAB -64dBm 20 95% 60% Pass

43 of 47



I u i E I‘ Report No.: 1408RSU00104

5.9. Channel Shutdown and Non-Occupancy Period
5.9.1 Test Limit

Parameter Value
Channel Move Time <10s
Channel Closing Transmission Time <1ls

5.9.2 Test Procedure Used

a) When the UUT is a master device, a slave device will be used that associates with the UUT. The
signal generator and the UUT shall be connected using Set-up A.

b) The UUT shall transmit a test transmission sequence on the selected channel Ch,. While the
testing is performed on Ch,, the equipment is allowed to have simultaneous transmissions on other
adjacent or non-adjacent operating channels.

c) Ata certaintime TO, a single burst test signal is generated on Ch, using the reference DFS test
signal defined in table 2-4 and at a level of up to 10 dB above the level defined in table 2-3 on the
selected channel. T1 denotes the end of the radar burst.

d) The transmissions of the UUT following instant T1 on the selected channel Ch, shall be
observed for a period greater than or equal to the Channel Move Time defined in table 2-2. The
aggregate duration (Channel Closing Transmission Time) of all transmissions from the UUT on Ch;,
during the Channel Move Time shall be compared to the limit defined in table 2-2. For equipment
capable of having simultaneous transmissions on multiple (adjacent or non-adjacent) operating
channels, the equipment is allowed to continue transmissions on other Operating Channels (different
from Chy).

e) T2 denotes the instant when the UUT has ceased all transmissions on the channel Ch,. The time
difference between T1 and T2 shall be measured. This value (Channel Move Time) shall be noted
and compared with the limit defined in table 2-2.

f) Following instant T2, the selected channel Ch;, shall be observed for a period equal to the
Non-Occupancy Period (T3-T2) to verify that the UUT does not resume any transmissions on this

channel.
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5.9.3 Test Result

Channel Closing Transmission Time and Channel Move Time

802.11a channel 100 5500MHz

DF:44:44 PM Aug 22, 2014
TR

Avg Type: Log-Par

PNO: Fast —+— 17ig: Fres Run
IFGain:Low Atten: 10 dB

Ref Offzet .23 dB
Ref -23.00 dBm

Center 5.500000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz Sweep 12.00 s (8001 pts)

Frequency

Center Freq
5.500000000 GHz

DBBghannel Closing Transmission Time and Channel Move Time

m.n; WD]D ﬂ
\
\
\
\
\

Power Trace (dBm)
s

-50 * *‘ L

-1.00000 0.00000

1.00000

2.00000 3.00000 4.00000

Time (8)

5.00000 6.00000 7.00000

Time: Index Info

10:-0.0240 S
11:0.0000 S
12:0.0000 S
T3:09884 S

Time Per Bin:1.4998125 ms

T2~T3 Bins Qver Threshold:
=29 Bins

Channel Move Time: 09883765 S
Channel Close Time: 0.0434946 S

8.00000 5.00000 10.00000 11.00000
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802.11ac-VHT80 channel 106 5530MHz

Agilent Spectrum Analyzer - Swept SA
on T HALIT 05:43: 12PM Aug 22, 2014
Center Freq 5.530000000 GHz Avg Typu: Lag-Pwr AL
PHO: Fast —+— 1rig: Free Run e
Atten: 10 dB cer

Frequency

Auto Tune
Center Freq
'5.530000000 GHz
StartFreq
5.630000000 GHz

IFGain:Low

Ref Offset .23 dB
Ref -23.00 dBm

Stop Freq
5530000000 GHz

Center 5.530000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz Sweep 12.00 s (3001 pts)

Channel Closing Transmission Time and Channel Move Time

-0255 Joj0 0.5009
£
"
&7
. u »I
E &
D
o 5
!
(=
-8
% 31
o5
7T IO N 1| 1
“ 1 0 Al s
-2.00000 -1.00000 0.00000 1.00000 2.00000 3.00000 4.00000 5.00000 £.00000 7.00000 8.00000 9.00000 10.00000 11.00000
Time (8)
Time Index Infa
T05-0.0255 S Time Per Bin:1.4998125 ms Channel Move Time: 05009374 S
11:0.0000 8 113 Bing Over Threshold Channel Close Time: 00149981 S
72:000008 '
T3:05009 5 = 10Bins
Test Item Measured Time (s) Limit Results
5500MHz 5530MHz
Channel Move Time 0.988 0.501 <10s Pass
Channel Closing Transmission Time 0.043 0.015 <1ls Pass
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Non-Occupancy Period
802.11a channel 100 5500MHz

Agilont Spectrum Analyzer - Swept SA

0 Rl 2 e —
Marker 1 A 1.80000 ks Avg Type: Log-Pur
PHO: Fasy ~—+—= 1rig: Free Run
IFGain:Low Arten: 10 dB

Ref Offset -23 dB
Ref -23.00 dBm

Center 5.500000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 2,000 ks (8001 pts)

802.11ac-VHT80 channel 106 5530MHz

Agilent Spectrum Analyzer - Swept SA
Y . ST T 11-07:06PM AU 22, 2014
Marker 1 A 1.80000 ks Avg Type: Log-Pur Peak Search
PHO: Fasy ~—+—= 1rig: Free Run

IFGain:Low Arten: 10 dB

Ref Offset -23 dB
Ref -23.00 dBm

Center 5.530000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 2,000 ks (8001 pts)

Test Item Measured Time (Min) Limit Results
5500MHz 5530MHz
Non-Occupancy Period > 30 Min > 30 Min > 30 Min Pass
The End
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